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TS50 N LAZE How to remove the brush
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Make sure the cap is tight. ) 4 TTELY,

_ Remove “A” by hand.
% Do not touch the wires.

Grip “A" with pliers.
Unscrew “A”" with pliers
until you can turn with
fingers.
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Grip “A” with pliers and
tighten.
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Make sure the cap is tight.
Insert the new brush as
shown. Screw brush in by
hand as far as possible.
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Tool for replacing the brush (reference)
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Needle Nose Pliers
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1. Turn the tab counter clockwise as shown in the photograph
2.To open, remove the parts in the order of A, B,and C.

3.To close, attach C, B, and A in this order.

*kNOTE Be sure to turn off the air supply and close the hand
valve before opening or closing the dust collecting filter.

@ B i & Adjust to about
2mm
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The vacuum suction can be increased by
making the length of “B” shorter.
The recommended length of “B” is 2mm.
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Install or remove the brush with the end cap tightened.
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IR, Components T
Vacuum Generator g |
HER: AV Ty T 7 —ERa A7 e .
Compressed air model R—uNIv 7
Ball Valve

F55 ¢4 ON/OFF
Manual ON/OFF switch

Vacuum flow is generated by
converting compressed air.
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The vacuum generator converts compressed
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Dust Collecting Filter
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Transparent cover allows to check
at a glance how dust is suctioned.

air to vacuum. Dust is sucked up through the

brush holder and collected in the dust filter.
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BB T A —ER Bristle Diameters ﬁ 7 = /’—J_\} ljg o & E?%‘N‘s&?:ﬁz S
0.03/0.04/0.05mm Brush Holder g Y
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B/ BB T7 > el eondoll
Attachment/ : S
Repl t Brush O Stainless holder o = TN —
€placement brus for corrosion resistance I T ) _'f/ \%‘EI'{E\UjJ 77 —
and workability/ % Coupler
H BERAY TV
(FRAZTIVIZT YV TH#HE)
CHS / MEX / MFXP / MPS
Lils \ Applicable coupling
SeimF vy 7 CHS/ MFX / MFXP / MPS
Head (manufactured by Chiyoda Tsusho Co., Ltd)
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Brush length can be changed by adjusting the
threaded cap. Antistatic material reduces
static electricity when operating the vacuum. KEPIEHEF 1 —TDOREFREOLEREEEZYET
%Brush Holder and Head are enlarged for illustration purposes.

BITXDERECHE ltem Number  FaEhs44 FETA7—EEBIRCEEW,  Select the brush type and wire diameter below.

241 7 Model Type I8/ AT > 71 v—ER
247 A& m AVTLyH—I7—#me AT Bristle O.D.
Model Type  Bristle O.D. Air Supply: Compressed m JALY—E7Z 0.03mm
NANOV m BERVTEG2AT (ATS5—750)
= = Air Supply: Vacuum (No Coupler Attached) m 74 Y—EFRE 0.04mm
RIS €I 7-rv—E# 0.05mm

Replacement Brush

AIKH  Example of Item Number

AT Ly H—T7 #5217 Air Supply: Compressed/ N A N OV - . - .
{38 75> 7 A —1E7% Attached Brush Bristle: 0.04mm

KRSt S SRR Kita Manufacturing Co., Ltd.

At Head Office and Factory

T590-0535 ARRAFRFE™ Y AL SEE 4-27 4-27 Rinku-Minamihama, Sennan-shi,

TEL: 072-485-1900 (1) Osaka 590-0535, Japan K I I A
FAX: 072-485-1901 TEL: +81-72-485-1900

FAX: +81-72-485-1901
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